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HUAGUANG CTP PLATES TD-G Plus 

Technical Specifications 

non-ablative, thermal, negative plate 

High quality run sheet fed, heat set web. offset packing (non UV) 
and short-run UV application 

Electrochemical grained and anodized aluminum substrate 

0.15, 0.2, 0.3 and 0.4 mm availability in selected regions. Please 
contact your local supplier products. 

800-850 nm 

compatible with platesetters from major suppliers 

150 mJ/cm² , dependent on image type, configuration and resolution. 

1-99% @200 lpi, dependent upon capability of imaging device. 

20-micron stochastic, dependent upon imaging device capabilities, 
print application, and screening algorithms. 

Up to 200,000 impressions with head-set/commercial cold-set web presses 
Up to 100,000 impressions with sheet fed presses 

Up to 50,000 impressions for offset packaging(non UV) 
Up to 30,000 impressions for UV-ink applications 

Dependent upon image resolution, press, press chemistry, ink, and paper conditions. 

The plate can be handled before and after imaging safely for: safe light limits @ 800 lux 
1 hour under daylight lamp without natural light. 

4 hours under yellow light 

1 2 months, under recommended storage conditions 

temperature: 18-25 °C, RH: 30-60% 

LUCKY HUAGUANG GRAPHICS CO.,L TD 
ADD : No.718,south station RD,Nanyang City,Henan Province.PRC 

P.C. : 4 73003 
Http: //www.hgfilm.com.cn 

International Trading Department : 
Tel : (86)-377-63863975/(86)-377-63862502 
Fax : (86)-377-63138450 
E-mail : export@hgfilm.net 
Whatsapp : 0086-137034 19789 
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